GVM 100 HFR
BaKymeH MaHOMETBbP C NMUUepmnHOB NMbJIHEX HANSA[/FLEX

CeolicTBa

KoHcTpykuus Pipe spring pressure gauge with glycerine
filling

3akpensaHe hbpoHTaneH NpbCTEH C OTBOPU 3a 3aKpenBaHe

CbenuHeHue 1 BbHLWHA pe3ba BSP uunuHapuyHa

dopma Ha yniibTHeHMe 1 mnocko ynmbTHsABALY C yanda

CbeavHeHne 0T3af, eKCLEHTPUYEH
CraHpapT EN 837-1 [ -
Cmek4aBaHe npes rMMUepUHOB MbIHEX

TemnepatypeH AuanasoH  cpeparta makc. +60 °C
OxkonHata cpega -20 °C go +60 °C

YkasaHue
[nanasoH Ha nsnonasaHe Npu HaToBapBaHe B MOKo: 3/4 X KpalHaTa CTOWHOCT Ha ckanaTa.
[unana3oH Ha nsnonassaHe nNpv NPOMEHNMBO HAaToBapBaHe: 2/3 X KpaHaTa CTOMHOCT Ha

ckanata.

ApTUKYyn

O6o3HaveHne HomuHaneH pasvep @ [nanasoH Ha ckanarta Knac kayecTtBo CbegnHeHve
GVM 100 -0.6+0 HFR 100 -0,6...0 1,0 G 1/2"-14
GVM 100 -1+0 HFR 100 -1..0 1,0 G 1/2"-14
GVM 100 -1+0.6 HFR 100 -1..+0,6 1,0 G 1/2"-14
GVM 100 -1+1.5 HFR 100 -1..+1,5 1,0 G1/2"-14
GVM 100 -1+3 HFR 100 -1..43 1,0 G1/2"-14
GVM 100 -1+5 HFR 100 -1..45 1,0 G1/2"-14
GVM 100 -1+9 HFR 100 -1..49 1,0 G1/2"-14
GVM 100 -1+15 HFR 100 -1..+15 1,0 G 1/2"-14

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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