GVM 160 H
BaKymeH MaHOMETBbP C NMUUepmnHOB NMbJIHEX HANSA[/FLEX

CeolicTBa

KoHcTpykuus Pipe spring pressure gauge with glycerine
filling

CbeavHeHue 1 BbHLUHa pe3ba BSP unnuHapuyHa

®opma Ha ynnbTHeHMe 1 nnocko ynbTHABALY ¢ Landa

CbenuHeHue 0T3aj, LeHTpuyeH
CraHpapTt EN 837-1
CMekyaBaHe npes rmuuepuHOB MbIHEX

TemnepatypeH auanasod  cpeparta makc. +60 °C
OxonHata cpega -20 °C go +60 °C

YkasaHue
[OunanasoH Ha n3nons3saHe Npu HaToBapBaHe B NOKOW: 3/4 X KpanHaTa CTOMHOCT Ha ckanara.
[nana3oH Ha nsnonssaHe nNpy NPOMEHNMBO HaToBapBaHe: 2/3 X KpaiHaTa CTOMHOCT Ha

CKanarta.

ApTUKyn

O603Ha4yeHne HomuHaneH pasmep (%] ﬂmanasoH Ha cKkanata Knac ka4ecTtBoO C'be,D,VIHeHVIe
GVM 160 -1+0 H 160 -1..0 1,0 G 1/2"-14
GVM 160 -1+0.6 H 160 -1..+0,6 1,0 G 1/2"-14
GVM 160 -1+1.5 H 160 -1..+15 1,0 G 1/2"-14
GVM 160 -1+3 H 160 -1..+3 1,0 G 1/2"-14
GVM 160 -1+5 H 160 -1..45 1,0 G 1/2"-14
GVM 160 -1+9 H 160 -1..49 1,0 G 1/2"-14
GVM 160 -1+15 H 160 -1..+15 1,0 G 1/2"-14

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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