HK V7 667
6/3-NbTeH NpeBKoYBaLL KnanaH HANSA[/FLEX

CsolicTBa

ManbnHeHne  Tun A - cpeHO NonoXxeHne 0TBOPEHO
Tmn C - cpefHo NoNnoXeHne 3aTBOPEHO

MaTepMan KOpnyc: OTNMBKa, BbTPELWHN YaCcTu OT CTOMaHa

HKV7 667

YkasaHue
Rotary slide valves can be pressurised from all sides and are designed to have less internal leakage

ApTukyn
O603HaveHne HansiraHe max. CbeanHeHus
(bar)

HK V7 667 A06 250 3/8" 40 24 73 8,5 42 124 36 110 1,7
HK V7 667 A08 250 1/2" 60 30 85 11,0 53 140 43 120 2,9
HK V7 667 A12 220 3/4" 120 32 91 11,0 54 160 47 125 3,7
HK V7 667 A16 220 1" 180 32 98 11,0 64 180 51 130 5,2
HK V7 667 C06 250 3/8" 40 24 73 8,5 42 124 36 110 1,7
HK V7 667 C08 250 172" 60 30 85 11,0 53 140 43 120 2,9
HK V7 667 C12 220 3/4" 120 32 91 11,0 54 160 47 125 3,7
HK V7 667 C16 220 1" 180 32 98 11,0 64 180 51 130 5,2

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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