HK VGU
M3nutBaTenHo n HanmeHo npucnocodnexHne VGU HANSA[/FLEX

CsolicTBa

OGem Ha pocTaBkata  M3NMTBATESIHO U HanMBHO nMpucrnocobrneHve ¢ 1
MaHomeTbp 0-250 bar u cbeanHeHne M28x1,5
3awmTeH Kydap
npucbeauHUTENeH agantep 7/8" abnbr
npuceeamHuTeneH agantep 5/8"

MapKy4 BUCOKO HansiraHe 2,5 M gbnbr
LUEeCTOrpaHeH KoY pa3m.6

pe3epBHU YNMbTHEHWS

MHcTpykuus 3a obenyxeaHe

YkasaHue

BHyuMaHue! 3a nbnHeHe nsnonseaiiTe caMmo TEXHUYECKM a30T, HUKOra KMCIopoa Unu
Bb3ayx!

OnacHocT oT ekcnnosum!

OnucaHve

The precharge pressure of hydraulic accumulators can be checked, reduced and increased. Fits on all bladder accumulators and diaphragm accumulators
with M28 x 1.5 charging port.

ApTUKyn

0O6o3HaveHne Terno
()

HK VGU BSD 25 250 2,50

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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