NY 800 NC (RS8)

MapKy4 BMCOKO HarnsiraHe OT TEPMOMMAacT, eNeKTPUYECKN He
NpoBOAsLL

HANSAVFLEX

CsolicTBa

[lnanasoH Ha u3non3sBaHe  LMpPKynauyu C BUCOKO HansraHe
06LLO NpUNoxeHue

Oco6eHun 6enesun MHOrO YCTOMYMB Ha O30H N U3HOCBaHe
MHOro fobpa 3apaBnHa Npy NPoMsaHa Ha
orbBaHeTo
HMCKO 0OEMHO pasLLunpeHmne

CraHpapT SAE J517 - 100 R8 Non Conductive

BbTpeweH cnoii nonuecTep enactomep

Mopnoxka eflHa onneTeHa Noanoxka ot apamug,

BbHLWeH cnoi nonuypeTaH

LissaT opaHxeB

Temnepatypa min. -40 °C

TemnepaTypa max. 100 °C

MNpomsHa Ha gbmkuHaTa +0% go-1%

TeuHocTH MWHEpariHo Macno
CUHTETWYHM Macna
BOAHO-MacneHu emyncum (ao + 60 °C)
Boga (0 °C go + 60 °C)

YkasaHue
CneundunyHa enektpmyecka nposogumocT < 50uA no DIN EN 855

ApTUKYn

0O603HaveHne BbTtpeweH @ BbHweH @  PaboTHO HansraHe

PaspyLuaBallo HansraHe

Pagunyc Ha orbBaHe MUH.

(mm) (mm) (CED)

(bar)

(mm)

NY 804 NC 5 3 3/16" 5,0 8,9 350,0 1400 30
NY 806 NC 6 4 1/4" 6,5 11,5 350,0 1400 50
NY 808 NC 8 5 5/16" 8,1 13,4 300,0 1200 55
NY 810 NC 10 6 3/8" 9,7 15,5 280,0 1120 60
NY 813 NC 12 8 1/2" 13,0 19,9 245,0 980 80
NY 820 NC 19 12 3/4" 19,5 26,9 165,0 660 150
NY 825 NC 25 16 1" 25,9 34,2 140,0 560 200

DN = HomuHaneH AnamMeTbp, HOMUHaNHa WwupuHa

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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