K-DMUF GENAUIGKEIT 0,2%
Pressure transmitters, accuracy 0.2% of span HANSA[/FLEX

CeoiicTBa
™n S-10
HanpexeHue Non-stabilised 10/30 V DC voltage

enekTpuyecko cbeguHeHne  With right-angle connector acc. to DIN
EN 175301-803 A

BMUA 3awmTa IP 65 acc. to EN 60529
M3X0pAsLY curHan 4 to 20 mA, 2-wire
HenuHelHoCcT 0.2% of span
TemnepaTypa Ha cpepara -30 °C to +100 °C
OKONHa TemnepaTypa -20 °C to +80 °C

4YacTu B ONUP C U3MEPBAHOTO BELLECTBO CrNi steel 1.4571

KOpnyc CrNi steel 1.4571

Onucaxue
Standard type for universal applications. Suitable for electronic pressure measurements in the low and high-pressure ranges.

HdonbnHuTenHa uHpopmaums
Further measuring ranges on request
Pressure converter with flush-mounted membrane for measuring highly viscous and crystalline media on request.

ApTUKyn

O603Ha4yeHne [nanasoH Ha nsmepsaHe Pesba
K- 07 20 10 30 -1/0.0 bar G1/2
K- 07 20 10 31 0-0.25 bar G1/2
K- 07 20 10 32 0-0.4 bar G1/2
K- 07 20 10 33 0-1.0 bar G1/2
K- 07 20 10 34 0-4.0 bar G1/2
K- 07 20 10 35 0-6.0 bar G1/2
K- 07 20 10 36 0-10.0 bar G1/2
K- 07 20 10 37 0-16.0 bar G1/2
K- 07 20 10 38 0 - 25.0 bar G1/2
K- 07 20 10 39 0 - 40.0 bar G1/2
K- 07 20 10 40 0-60.0 bar G1/2
K- 07 20 10 41 0-100.0 bar G1/2
K- 07 20 10 42 0-160.0 bar G1/2
K- 07 20 10 43 0 -250.0 bar G1/2
K- 07 20 10 44 0 -400.0 bar G1/2
K- 07 20 10 45 0 -600.0 bar G1/2

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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