K-MANO 1

Pressure gauges (CrNi steel type / safety housing)

HANSAVFLEX

CeoiicTBa

™n 232.30

ManbnHeHue Bourdon-tube pressure gauge, CrNi steel type,
with solid baffle wall and blow-out (safety
housing)

Mpunoxenne For gaseous or liquid, corrosive and

crystallising mediawhich do not have high
viscosity, also in corrosive atmosphere

Knac Ka4ecTBo

1,6 (@ 63 mm), 1,0 (@ 100 mm)

Temneparypa Ha cpeaata  max. +200 °C
okonHa Temnepatypa -40 °C to +60 °C
KOprnyc CrNi steel

3PUTENTHO CTBKII0

Laminated safety glass & 63 = Polycarbonate

YkasaHue

[Opyrv gaHHu npu 3anuteaHe.

OnucaHue

Safety version with more fracture-resistant separating wall

ApTuUKyn
O6o3HayeHVe [nanasoH Ha nsmepsaHe 1] CbepuHeHne
(mm)

K- 07 20 07 15 -1/0.0 bar 63,0 G 1/4"
K- 07 20 07 16 0- 1.6 bar 63,0 G 1/4"
K- 07 20 07 17 0-2.5 bar 63,0 G 1/4"
K- 07 20 07 18 0-4.0 bar 63,0 G 1/4"
K- 07 20 07 19 0-6.0 bar 63,0 G 1/4"
K- 07 20 07 20 0-10.0 bar 63,0 G 1/4"
K- 07 20 07 21 0 - 16.0 bar 63,0 G 1/4"
K- 07 20 07 22 0 - 25.0 bar 63,0 G 1/4"
K- 07 20 07 23 0 - 40.0 bar 63,0 G 1/4"
K- 07 20 07 24 0 - 60.0 bar 63,0 G 1/4"
K- 07 20 07 25 0-100.0 bar 63,0 G 1/4"
K- 07 20 01 97 0-1.0 bar 100,0 G1/2"
K- 07 20 01 98 0- 1.6 bar 100,0 G 1/2"
K- 07 20 01 99 0-2.5 bar 100,0 G 1/2"
K- 07 20 02 00 0-4.0 bar 100,0 G 1/2"
K- 07 20 02 01 0-6.0 bar 100,0 G 1/2"
K- 07 20 02 02 0-10.0 bar 100,0 G 1/2"
K- 07 20 02 03 0-16.0 bar 100,0 G 1/2"
K- 07 20 02 04 0 - 25.0 bar 100,0 G1/2"
K- 07 20 02 05 0 - 40.0 bar 100,0 G1/2"
K- 07 20 02 06 0 - 60.0 bar 100,0 G 1/2"
K- 07 20 02 07 0-100.0 bar 100,0 G 1/2"
K- 07 20 02 08 0 - 160.0 bar 100,0 G 1/2"
K- 07 20 02 09 0 - 250.0 bar 100,0 G 1/2"
K- 07 20 02 10 0 - 400.0 bar 100,0 G 1/2"

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.

09.11.2025

HANSA-FLEX AG

www.hansa-flex.com 1



