K-MANO ABSPV ZAPF DREH MUF 16271B
Pressure gauge shut-off valves, male - loose female and shaft for

instrument holder, with test socket M 20 x 1.5, DIN 16271 HANSA[/ FLEX

CBolicTBa

PaboTHO HansiraHe max. 250 bar brass, max. 400 bar steel/
stainless steel

Temneparypa Max. +120 °C with brass/steel,;

Max. +200 °C for stainless steel
MaTepuan BCUYKU eneMeHTn  Stainless steel

ynmbTHABAL, MaTepuan PTFE

Kopnyc Brass, black-finished steel or stainless
steel 1.4571

PBYHO Koneno Plastic

XOneHApoBa raiika ctarawa mydpa  Steel

LUNMHASN Ha KnanaH, CeaJsio Ha kianaH Stainless steel

YkasaHue
ﬂper AaHHU Npu 3annTBaHe.

OnucaHue
They are used as shut-off or reducing elements for pressure gauges when measuring liquids, gases or steam.

ApTUKYn

O6o3HayeHve Pesba PN (bar) SW Matepuan
(mm)

K- 07 20 11 20 G1/2 250 27 MECUHT

K- 07 20 11 19 G1/2 400 27 Stainless steel

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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