K-WASSERSACKROHR KR ANSCHLUSSZAPF
Siphons, circular, with male connector on pressure tap side HANSA[/FLEX

CsolicTBa

MNanbnHeHne With male connector or welded connection on
the pressure tap side

noemaHe Ha Hansraie  Horizontal (U-shaped), Vertical (circular)

crarawa myda Acc. to DIN 16283, AF 27
Martepuan Steel or Stainless steel
YkasaHue

ﬂper AOaHHW Npu 3anuTBaHe.

OnucaHve

Suitable as a cooling section for liquids, gases or steam during pressure measurements. The use of a siphon permits the medium to cool down to a
temperature that is compatible with the pressure gauge and protects the gauge against pulsating media. The condensate that forms in the siphon
prevents the hot medium from entering the pressure gauge. We recommend filling the siphon with cooling sealing liquid prior to using the pipe.

ApTUKYn

O60o3HaveHne Pesba Matepuan

K-07 20 11 70 G1/2 Steel 1.0039, 1.0345
K-07 2011 71 G1/2 CrNi steel 1.4571

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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