K-SPIR SCHL
Spiral hose, without fittings HANSA[/FLEX

CsolicTBa

Mpunoxenne Air, gases, oils, greases, fuels, organic and
inorganic substances

pabotHa Temnepatypa  -40 °C to +100 °C

Yka3aHue
ﬂper AaHHN Npu 3annuTBaHe.

OnucaHve

These hoses allow gaseous and liquid media to flow safely and efficiently (Air, gases, oils, greases, fuels, organic and inorganic substances). Thanks
to their small coil diameter, they are compact, easy to handle and lightweight. Very good recoil force owing to the use of nylon 12 (PA).

ApTukyn
0O603HaveHne @ mapkyu @ mapKy4 @ cnupana HaBuBKM Max. working pressure resistance at Makc. paboTHa
OTBbTPE OTBbH OTBBH 23°C ObmKnUHa
(mm) (mm) (mm) (bar) (m)
K-07 1007 51 3,1 4,7 38 144 22 10,0
K-07 100752 4,8 6,3 75 140 16 22,5
K-07 100753 6,3 7,9 75 135 13 22,5
K-07100749 7,9 9,5 115 90 12 22,5
K-07 100750 9,5 11,8 140 70 11 22,5
MpuHagnexHocTu

K-DREHBARE VERSCHR KNICK  Swivel adapters with kink protector
K-STARRE VERSCHRAUBUNG Rigid adapters with kink protector

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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