K-GRUNDEJEKTION SBP-C ELK

Basic ejector »SBP-C« with blow-off valve and electronic vacuum

switch, with integrated silencer HANSA[/ FLEX

CsolicTBa

CeoiicTBa Vacuum generator with a single nozzle, available in
six power ratings, with a high maximum vacuum
value (85%)

Connection of compressed air and vacuum with
push-in coupling

Basic housing with connection facility for a vacuum
switch

Maximum suction capacity with minimum
compressed air consumption

Minimum size, low weight

Various power ratings for optimised air consumption

Mpunoxenne For universal use in handling systems with very high
dynamic movements
Handling all kinds of air-tight components
For use in separation systems where space is
restricted.
\nConstruction of ejector blocks for centralised or
decentralised individual control of suction pads.

cuctema oT fio3u Brass

CbenuHeHue Push-in coupling

wymo3arnywuten  Plastic

OCHOBEeH kopnyc  Impact-resistant plastic

YkasaHue
ﬂper AaHHU Npu 3annTBaHe.

OnucaHve

Purely pneumatic vacuum ejector that operates on the Venturi principle. Compressed air enters the ejector at A and flows through the nozzle B. This
results in a vacuum immediately behind the nozzle outlet, and air is drawn in through the vacuum inlet D. This air and the driving air leave the
ejector via the silencer C.

ApTuUKyn

O603HaveHne pa3mep Ha 3acCMyKBall KnanaH nonoXxeHue Ha M3BOA 3a Bb3ayX noa BaKyyMHO Pasmep
4ro3a NMOKOW HanaraHe CbeaunHeHue

K-07450120 1,0 NO 6 mm 8 mm 142mm x 15mm x 50mm
K-07450122 15 NO 6 mm 8 mm 142mm x 15mm x 50mm
K-07450124 2,0 NO 8 mm 10 mm 228mm x 20mm x 72mm
K-07450126 25 NO 8 mm 10 mm 228mm x 20mm x 72mm
MpuHaanexHocTu

~ Replacement
K-ERSATZSCHALLDAEMPFER 1 silencers
K-GRUNDPLATTEN 1 Base plate
K-BEFESTIGUNGSSAETZE 1 Mounting kit

Buripeku Havi-ctapaTenHata npoBepKa He ca U3KITKYEHU TPELLKU U HUe He noemame rapaHyms 3a coabpxalyute ce AaHHM.
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