K-VAKUUMSENSOR DIGITAL

Vacuum sensor, digital

HANSAVFLEX

CaoiicTBa

Mpunoxexune Measurement of vacuum values close to the
suction pad
Remote evaluation of the signals
Processing the output signals, for example, by
PLC

TeuHoCcTH dry, oil-free air and non-aggressive gases

TeMnepaTypeH AuanasoH

0-50°C

n3xopgsiy curHan

1 to 5 analogous to V

XUcTEepesnc Fixed: 20 mbar (model with digital sensor)
AbMKKHa kaben 3m
BuA 3awuTa IP 40

YkasaHue

Opyrv faHHW Npy 3anuTBaHe.

Onucanve

Mini-sensor with housing and connection cable, analogue or digital output signal. Minimum size and low weight combined with high measuring accuracy.

ApTUKyn

0O6o3HaveHne

K- 07 45 01 57

CbeanHeHue H L
(mm) (mm)
M 5 male 16,9 21,0

[nanasoH Ha namepsaHe HanpexeHune

10-24VDC

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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