K-DRS MDR 3 M ENTLASTU VENT
»MDR 3« pressure switches, with unloading valve, on/off switch,

motor protection circuit and flange F4 1/4 HANSA[/FLEX

CBolicTBa
Temnepartypa Ha cpegata -5 °C to +80 °C
MakcC. HansiraHe Ha u3knw4ysaHe 35 bar

KanauuTeT Ha BKIloYBaHe 7,5 kW

BUJ KOHTaKT NC (3-pole)

MaKkc. YecToTa Ha BKnlouaHe 120 (electrical), 600 (mechanical)

BuA 3awuTa IP 54

YkasaHue
ﬂper AaHHN Npu 3annuTBaHe.

OnucaHue
Three-phase version

ApTuKyn

O603Ha4veHne M3BOJ 3a Bb3AyX NoA HansraHe OManasoH 3a HacTpouka Makc. HaToBapBaHe
K- 07 30 24 19 G1/2 4,0-11,0 bar 10,0-16,0 A

K- 07 30 24 20 G1/2 4,0-11,0 bar 40-63A

K- 07 30 24 18 G1/2 4,0-11,0 bar 6,3-10,0A

K- 07 30 24 23 G1/2 6,0 - 16,0 bar 40-63A

K- 07 30 24 22 G1/2 6,0 - 16,0 bar 6,3-10,0A

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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