K-DRS MDR 5 O ENTLASTU VENT
»MDR 5« pressure switches, without unloading valve / on/off switch /

motor protection circuit, with flange 1/4 HANSA[/FLEX

CBolicTBa
Temnepartypa Ha cpegata -5 °C to +80 °C
MakcC. HansiraHe Ha u3KniJvsaHe 16 bar

KanauuTeT Ha BKIloYBaHe 5,5 kW

BUJ KOHTaKT NC (3-pole)

MaKkc. YecToTa Ha BKnlouaHe 120 (electrical), 600 (mechanical)
BuA 3awuTa IP 54

YkasaHue

G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Opyrv AaHHW Npy 3anuTBaHe.

OnucaHue
Three-phase version

YkasaHusi 3a nopbyka

For use on devices that have to be vented whenever they are turned off, either because of safety regulations or for technical reasons. The pneumatic
devices are disconnected from the system and simultaneously vented each time they are shut off.

HonbnHuTenHa nHpopmayus
Important: A thermal, 3-pole overcurrent relay must be ordered together with these switches. Without this relay, the on/off mechanism does not work.

ApTuKyn

O603Ha4yeHne n3BO 3a Bb34yX MNo HandraHe AnanasoH 3a HaCTp0I7IKa
K- 07 30 24 24 G 12 2,0-11,0 bar

K- 07 30 24 26 G 12 2,5 - 16,0 bar

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
19.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



