K-DRS W BAJONETT

Pressure switches - changeover type HANSA[/ FLEX

CsolicTBa

KoHcTpykuus Spring-loaded diaphragm (UR); Spring-loaded
piston; (10 to 70 bar versions)

okonHa TemnepaTtypa  -25 °C to +85 °C !

ENeKTpuyecko cbeguHeHe  Bayonet coupling connector & 2.5 mm = — -

YyecToTa Ha BknoyBaHe  200/min.

pasyeTHO HanpexeHue 42V | y
hYHKLUA Changeover &-"-"'J

Martepuan Galvanised steel

YkasaHue
ﬂper AaHHN Npu 3annuTBaHe.

OnucaHve

Special pressure switches for critical (water) or outdoor applications. Maximum degree of protection IP67 when a bayonet coupling is used for the

electrical connection.

ApTuKyn

O6o3HayeHve Pesba OManasoH 3a HacTpouka
K- 07 30 28 36 G 1/8 0,5-2,0 bar

K- 07 30 28 37 G 1/8 1,0 - 10,0 bar

K- 07 30 28 38 G1/8 10,0 - 70,0 bar

K- 07 30 28 39 G1/4 0,5-2,0 bar

K- 07 30 28 40 G1/4 1,0 - 10,0 bar

K- 07 30 28 41 G 1/4 10,0 - 70,0 bar
MpuHagnexHocTu

K-WECHSELKONTAKT BANJOETT Changeover type bayonet coupling

Buripeku Havi-ctapaTenHata npoBepKa He ca U3KITKYEHU TPELLKU U HUe He noemame rapaHyms 3a coabpxalyute ce AaHHM.
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