K-MV G 230V, 50-60HZD
Normally closed, 230 V, 50 to 60 Hz, directly operated HANSA[/FLEX

CBoiicTBa A
enexrpuyecko cbeauHenme  For Pg 11P connector socket, acc. to DIN [ |
4400
BuA 3awuTa IP65 (with connector socket fitted) —— i
Temnepatypa Ha cpegata  max. +90 °C with Perbunan-seal; max. +130 ° e
C with FKM-Seal i..

Kopnyc, rHeso Ha knanaH  Stainless steel | T

BbTPELLHM YacTn Stainless steel |

YNMLTHEHUE Perbunan (NBR) or FKM — T

N CUT

B

YkasaHue

Opyru gaHHn Npu 3anuTBaHe.

OnucaHue

Available versions, Directly operated, Combined operation

ApTuKyn

O6o3HayeHve Pesba Makc. paboTHO HansAraHe NW ynnbTHABALL MaTepuvan A B Moandurkaums

[CED) (mm) (mm)

K- 07 30 22 46 G1/8 20 24 NBR 80,0 30,0 1

K- 07 30 22 48 G1/8 20 2,4 FKM 80,0 30,0 1

K- 07 30 22 47 G1/4 12 4,0 NBR 85,0 45,0 1

K- 07 30 22 49 G 1/4 12 4,0 FKM 85,0 45,0 1

Buripeku Havi-ctapaTenHata npoBepKa He ca U3KITKYEHU TPELLKU U HUe He noemame rapaHyms 3a coabpxalyute ce AaHHM.
30.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



