K-MV 3/2 24V DC
3/2-way solenoid valves, normally closed, directly operated, 24 V DC

(direct current) HANSA[/FLEX

CeolicTBa

enekTpuyecko cbeauHelme  For Pg 11P connector socket, acc. to ISO
4400

BuA 3awuTa IP65 (with connector socket fitted)

pesba onucaHue Rp thread acc. to ISO 7-1

Kopnyc, rHesfo Ha KnanaH Brass

BbTPELIHMN YacTn Stainless steel
yNnbTHEHNE Perbunan (NBR)
YkasaHue

ﬂper AOaHHW Npu 3anuTBaHe.

OnucaHue
For all applications with compressed air, neutral gases or low-viscosity, neutral media.

ApTuKyn

O6o3HayeHve Pesba Makc. paboTHO HansraHe NW A B moaundukauymns
(bar) (mm) (mm)

K- 07 30 23 22 Rp 1/8 7 2,4 75,0 30,0 7

K- 07 30 23 23 Rp 1/4 4 3,2 80,0 43,0 10

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
04.08.2025 HANSA-FLEX AG www.hansa-flex.com 1



