K-RD DURCHGANGSFORM

Unidirectional valves

HANSAVFLEX

CeolicTBa
Pa6otHo HansiraHe Max. 16 bar
TemnepaTtypa Ha cpegata max. +180 °C

HansraHe Ha oTBapsiHe

min. 0.4 to 0.5 bar (size G 1/4 to 1/2 inch); min.
0.1 bar (for size 3/4 to G 1)

OKoJlHa TemnepaTtypa Max. +180 °C
ynnbTHABaW Matepuan  FKM

Kopnyc Brass
YkasaHue

ﬂper AOaHHW Npu 3anuTBaHe.

ApTukyn
O603HaveHne Pes3ba ObmkuHa SW
(mm) (mm)
K- 07 30 24 48 G 1/4 female 53,0 19
K- 07 30 24 49 G 3/8 female 54,0 19
K- 07 30 24 50 G 1/2 female 63,0 24
K- 07 30 24 51 G 3/4 female 58,0 36
K- 07 30 24 52 G 1 female 68,5 46
K- 07 30 24 43 G 1/4 male 53,5 19
K- 07 30 24 44 G 3/8 male 54,0 19
K- 07 30 24 45 G 1/2 male 68,0 24
K- 07 30 24 46 G 3/4 male 77,0 36
K- 07 30 24 47 G 1 male 82,0 46

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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