K-RD FORM VOLLER DURCHGANG
Unidirectional valves HANSA[/FLEX

CeolicTBa

pabotHa Temnepatypa -20 °C to +100 °C

pe3ba onucaHue G thread acc. DIN EN I1SO 228-1
HansiraHe Ha oTBapsiHe 0.2 - 0.4 bar

YNITbTHEHUA NBR

npyXuHa Stainless-steel
Kopnyc Brass

WudT Ha KnanaH Brass

KnanaHHa Tapenka Stainless steel

YkasaHue
D,perI AaHHN Npu 3annuTBaHe.

ApTukyn
O603Ha4yeHne Pesba ObmknHa Makc. paboTHO HansraHe SW
(mm) (bar) (mm)
K- 07 30 24 60 G 3/8 54,0 25 23
K- 07 30 24 61 G1/2 57,0 25 27
K- 07 30 24 62 G 3/4 64,0 25 33
K- 07 30 24 63 G1 74,5 25 40
K- 07 30 24 64 G11/4 82,0 18 50
K- 07 30 24 65 G11/2 93,0 18 55
K- 07 30 24 66 G2 100,0 18 70

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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