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Unidirectional valves

HANSAVFLEX

CBolicTBa
PaboTHO HansiraHe

10 bar

pe3ba onucaHue

M-thread acc. DIN 13 (228.00), G-thread acc.
DIN EN ISO 228-1 (228.01 to 228.04), R/Rp-
thread to ISO 7-1

Temnepartypa Ha cpegata max. +70 °C
HansiraHe Ha otBapsiHe  min. 0.2 bar
OKOJIHa TemnepaTtypa Max. +70 °C
ynnbTHABaW, matepuan NBR

Kopnyc

Nickel-plated brass

YkasaHue

ﬂper AOaHHW Npu 3anuTBaHe.

ApTukyn
O603HaveHne Pes3ba ObmkuHa SW
(mm) (mm)
K- 07 30 24 36 M5 25,0 8
K- 07 30 24 37 G1/8 36,5 13
K- 07 30 24 38 G1/4 42,5 16
K- 07 30 24 39 G 3/8 51,0 20
K- 07 30 24 40 G1/2 62,0 24

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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