K-FLASCHENDRUCKR 200 GASE

perynaTop Ha HansiraHe 3a byTunka, HansraHe Ha 6ytunkarta 200

bar, 3a ropumun rasose HANSA[/FLEX

CsolicTBa

MaHomeTsp cbabpkanne 0 - 200/315 bar (max. cylinder pressure 200
bar), 0 - 300/400 bar (max. cylinder pressure
300 bar), 0 - 18/40 bar for acetylene

Matepuan npecosaH MeCuHr

cbeanHeHue 3a bytunka  Yoke

YkasaHue
ﬂper AaHHN Npu 3annuTBaHe.

OnucaHve

Single-stage type of construction acc. to DIN EN ISO 2503, with shut-off valve and safety valve as well as pressure gauges for the cylinder contents
and working pressure.

ApTuKyn

O6o3HayeHve BMA ras PaboTtHo HansraHe bar
K- 07 25 07 13 Acetylene 0-1,5bar

K- 07 25 07 21 Hydrogen, methane, illuminating gas, natural gas 0-10,0 bar

PesepBHu Yactu
K-MANO SCHWEISSTECHNIK Content pressure gauge

K-MANO SCHW Pressure gauges for welding
K-SCHUTZKAPPE MANOMETER  3awuTHa Kanadka

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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