K-PRAEZ|I DRUCKREGLER MEM
Precision pressure regulators HANSA[/FLEX

CaoiicTBa '—I{}i.
BXOASLLO HansiraHe Max. 16 bar lli
TemnepaTtypa Ha cpegata max. 60 °C 3 - (ﬂi
oKonHa Temnepatypa  Max. 60 °C &“&’ﬂﬁ'@g"@ o | !
TeuHocTH Micro-filtered, unoiled compressed air (0.01 I I| &

pm) —L
cheauHeHne maHomeTbp G 1/4 s : o
ynnbTHABaW, MaTepuan  NBR | : S ';wd" @3 ft

. £y @ . o L=t—x
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YkasaHue

The given flow rates are based on the following parameters: 750 I/min: P1: 8 bar, P2: 2 bar, Ap < 0.2 bar
750 I/min: P1: 8 bar, P2: 3 bar, Ap < 0.5 bar

750 I/min: P1: 8 bar, P2: 5 bar, Ap < 0.7 bar

[pyrn gaHHW npun 3anuTBaHe.

OnucaHue
Diaphragm pressure regulators containing no non-ferrous metals, with self-relieving design for applications requiring an precise working pressure.

JonbnHuTenHa nHpopmayus
1500 I/min: P1: 10 bar, P2: 7 bar, Ap < 0.1 bar.

ApTUkyn

O6o3HayeHne Pesba OunanasoH Ha perynupaHe npoTnyaHe A B C D
(L/min) (mm) (mm) (mm)

K- 07 25 09 36 G1/4 0.1-2bar 750 60,0 152,0 mm 120,0 32,0

K- 07 25 09 37 G1/4 0.1 -3 bar 750 60,0 152,0 mm 120,0 32,0

K- 07 25 09 38 G1/4 0.2 - 5 bar 750 60,0 152,0 mm 120,0 32,0

Pe3epBHM YacTu
K-HALTERBAUSATZ STANDARD  Holder

K-VERSCHLEI-SATZ Set of wearing parts
K-FILTERELEMENT Filter element
K-XV AGM 2 Double nipples, parallel male thread

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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