K-WV 3/2 ELK 24 VDC HANSA
3/2-way valves, electrically operated, with 24 VDC / 2.5 W solenoid HANSA[/FLEX

CeoiicTBa A
BXOASILLO HansiraHe 2-10 bar
TemnepaTtypeH AuanasoH -10 °C to +50 °C s : l
Te4yHocTH Bb3AyX MNOA HansraHe N
MOILHOCT Ha 3aTsiraHe NPOMEHNUBO HanpexeHue 50Hz 2,2 VA = C
NPOABLIKUTENHOCT Ha BkniovuBaHe ED 100 % % ] ] B % ! C
eneKkTpu4ecKko cbefMHeHue Connector type C, ISO 15217, 2 3 3 . r

poles +PE 3
MOLULHOCT Ha 3afbpkaHe NPOMeHNMBO HanpexeHne 50Hz 1 ,6 VA o . =
KOHCymupaHa eHeprusi DC 25W = I) /'I\ ﬁ
BUA 3aluTa IP 65 I
npucbeauHuTenHa pesba Material: Die-cast zinc
Kopnyc Material: Grivory® (PA 66)
M3MepBaHe Ha CTOMHOCTTa Ha NpoThYaHe ,1AtbP2 = 6 bar, pressure drop Ap =

ar

YkasaHue

ﬂper AOaHHW Npu 3anuTBaHe.

OnucaHue

Pneumatic systems or parts of systems can be switched on and off by means of an electrical signal. When they are switched off, the system is exhausted
at the same time.

YkasaHus 3a nopbuka
Valves are also available with coil 110 V AC, 50 Hz and in a pneumatically operated version. Please ask for more information.

ApTuKyn
O6o3HayeHve Pesba n3nyckaHe npoTuyaHe A B C
(L/min) (mm) (mm)
K- 07 25 11 05 G 1/4 1/4 2000 52,0 117,8 mm 84,8
K- 07 25 11 06 G 3/8 1/4 2000 52,0 117,8 mm 84,8
K- 07 25 11 31 G 3/8 1/2 4500 63,0 150,3 mm 93,8
K- 07 25 11 32 G1/2 12 4500 63,0 150,3 mm 93,8
K- 07 25 11 37 G 3/4 12 12500 85,0 177,7 mm 110,7
K- 07 25 11 38 G1 1/2 12500 85,0 177,7 mm 110,7
MpuHagnexHocTu
K-SCHALLDAE SINTERBR S Silencers, sintered bronze, slotted

K-SCHALLDAE SINTERBR GE MS81  Silencers, sintered bronze, with brass hexagon nut and brass thread

Pe3epBHM YacTu
K-HALTERBAUSATZ HANSA Holder
HANSA

Replacement
K-VORSTEUERVENTIL HANSA  solenoid
HANSA

K-GERAETESTECKER FORM C  Connector

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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