K-3/2-BKR HANSA
Ball valves HANSAVFLEX

CeoiicTBa A
BXOASLLO HansiraHe 0-16 bar -
TemnepaTtypeH AuanasoH -10 °C to +50 °C l I;LJ\_I J
Te4HocTH Bb3AyX NoA HansiraHe ‘
npucbeauHuTenHa pesba Material: Die-cast zinc > C
Kopnyc Material: Grivory® (PA 66) T ! |
vamepeane Ha croiinocTTa Ha npotwiake At P2 = 6 bar, pressure drop Ap = 1 bar B J - )
NN

YkasaHue
ﬂper AaHHN Npu 3annuTBaHe.

OnucaHve

Closable ball valve in 3/2-way design, mechanically actuated. Toggle 90° rotatable and with switch position indicator: Traverse: Inlet port blocked -
outlet port exhausted

Longitudinal: Inlet port and outlet port connected - exhaust blocked. Exhaust air can be collected.

HdonbnHuTenHa nHpopmaums
The price does not include a padlock. Please order separately.

ApTuKyn
O60o3HayeHve Pesba n3nyckaHe npoTuyaHe A B C
(L/min) (mm) (mm)
K- 07 25 11 23 G 1/4 1/4 1900 52,0 87,5 mm 54,5
K- 07 25 11 24 G 3/8 1/4 1900 52,0 87,5 mm 54,5
K- 07 25 11 43 G 3/8 1/2 11000 63,0 127,0 mm 70,5
K- 07 25 11 44 G1/2 1/2 11000 63,0 127,0 mm 70,5
K- 07 25 11 45 G 3/4 3/4 25000 85,0 144,7 mm 93,7
K- 07 25 11 46 G1 3/4 25000 85,0 144,7 mm 93,7

MpuHaanexHocTu
K-VORHAENGESCHLOSS  Padlock

PesepBHu Yyactu
K-HALTERBAUSATZ HANSA  Holder HANSA

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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