K-MIKROFI FEINFILTER HANSA

Micro-filters (fine filters)

HANSAVFLEX

CsoiicTBa
BXOqFlLI.lO HansraHe

1.5-16 bar

TeMﬂepaTypeH AvnanasoH

-10°Cto +50 °C

Te4HoCTH

Bb3ayX Noa HandaraHe

TBHKOCT Ha unTpayus

0,01 pm

npucbeguHuTenHa pesﬁa

Material: Die-cast zinc

pesepBoap

Polycarbonate (with bayonet lock)

dunTpupaLy, enemMeHT

Borosilicate glass fibre

Kopnyc

Material: Grivory® (PA 66)

3alMTEH KoL

Polyamide

oTaensHe Ha npax

Class 1 acc. to DIN ISO 8753-1

u3MmepBsaHe Ha GTOMHOCTTa Ha npoTuyaHe

At P2 = 6 bar and pressure drop Ap =
0.5 bar

YkasaHue
ﬂper AaHHU Npu 3annTBaHe.

OnucaHue

=

Micro-filters in modern design for compliance with strict compressed air purity requirements. Micro-filters are used to separate solid oil, water and
solid impurities as small as 0.01 pm from compressed air and gases.

ApTuUKyn
O603HayeHne Pesba npoTnyaHe A B C M3nyckaHe Ha KoHOeH3aT
(L/min) (mm) (mm)
K- 07 25 10 33 G1/4 350 52,0 169,5 mm 39,5 Semi
K- 07 25 10 34 G 3/8 350 52,0 169,5 mm 39,5 Semi
K- 07 25 10 35 G 3/8 450 63,0 195,0 mm 47,8 Semi
K- 07 25 10 36 G1/2 450 63,0 195,0 mm 47,8 Semi
K- 07 25 10 19 G 3/4 1500 85,0 255,0 mm 63,0 Semi
K- 07 25 10 20 G1 1500 85,0 255,0 mm 63,0 Semi
K- 07 25 10 37 G1/4 350 52,0 186,5 mm 39,5 Auto
K- 07 25 10 38 G 3/8 350 52,0 186,5 mm 39,5 Auto
K- 07 25 10 39 G 3/8 450 63,0 210,5 mm 47,8 Auto
K- 07 25 10 40 G1/2 450 63,0 210,5 mm 47,8 Auto
K- 07 25 10 21 G 3/4 1500 85,0 269,0 mm 63,0 Auto
K- 07 25 10 22 G1 1500 85,0 269,0 mm 63,0 Auto
Pe3epBHM YacTu
K-HALTERBAUSATZ HANSA Holder HANSA

K-ERSATZBEHAELTER HANSA POLY

Spare tank HANSA polycarbonat

Differential pressure and differential

K-DIFFERENZDRUCKANZEI MONO pressure gauge

K-DIFFERENZDRUCKMANOMETER Differential pressure gauge

Buripeku Havi-ctapaTenHata npoBepKa He ca U3KITKYEHU TPELLKU U HUe He noemame rapaHyms 3a coabpxalyute ce AaHHM.
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