K-VORFIL PC-BEHLTER SCHUTZK HANSA

HANSAVFLEX

Pre-filters

CeoiicTea — A
BXOASILLO HansiraHe 1.5-16 bar l_ !
TemnepaTtypeH AuanasoH -10 °C to +50 °C T | ]C
Te4HocTH Bb3AyX NoA HansiraHe — |/ 1_ o
TBHKOCT Ha unTpaums 0,30 ym [ AN
npucbeauHuTenHa pesba Material: Die-cast zinc

pesepBoap Polycarbonate (with bayonet lock)

duntpupall enemMeHT Impregnated paper |

Kopnyc Material: Grivory® (PA 66) @ :

3alMTEH KoL

Polyamide

W3MepBaHe Ha CTOMHOCTTa Ha NpoTU4aHe

At P2 = 6 bar, pressure drop Ap = 0.5
bar

YkasaHue
Hpyrn gaHHn npu 3anuTeaHe.

OnucaHue

Pre-filters in modern design for compliance with strict compressed air purity requirements. Pre-filters are used to separate solid impurities up to
0.3 ym from compressed air and gases.

ApTUKyn
O603Ha4yeHne Pesba npoTnyaHe A B C n3nyckaHe Ha KOHOEH3aT
(L/min) (mm) (mm)
K- 07 25 10 25 G 1/4 500 52,0 169,5 mm 39,5 Semi
K- 07 25 10 26 G 3/8 500 52,0 169,5 mm 39,5 Semi
K- 07 25 10 27 G 3/8 750 63,0 195,0 mm 47,8 Semi
K- 07 25 10 28 G1/2 750 63,0 195,0 mm 47,8 Semi
K- 07 2510 15 G 3/4 2000 85,0 255,0 mm 63,0 Semi
K- 07 25 10 16 G1 2000 85,0 255,0 mm 63,0 Semi
K- 07 2510 29 G1/4 500 52,0 186,5 mm 39,5 Auto
K- 07 25 10 30 G 3/8 500 52,0 186,5 mm 39,5 Auto
K- 07 25 10 31 G 3/8 750 63,0 210,5 mm 47,8 Auto
K- 07 25 10 32 G1/2 750 63,0 210,5 mm 47,8 Auto
K- 07 25 10 17 G 3/4 2000 85,0 269,0 mm 63,0 Auto
K- 07 2510 18 G1 2000 85,0 269,0 mm 63,0 Auto
PesepBHU YacTu
K-HALTERBAUSATZ HANSA Holder HANSA

K-ERSATZBEHAELTER HANSA POLY

Spare tank HANSA polycarbonat

K-DIFFERENZDRUCKANZEI MONO

pressure gauge

Differential pressure and differential

K-DIFFERENZDRUCKMANOMETER

Differential pressure gauge

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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www.hansa-flex.com



