K-WTST SAFETY BK SCHA AN DR HANSA

SAFETY service unit sets, comprising a ball valve with silencer, start-

up valve and pressure regulator HANSA[/FLEX

CsoiicTBa - A
BXOASILLO HansiraHe 2.5-16 bar 1 f
MU3XOoAsLLO HansiraHe 0.5 -8 bar g
TemnepaTypeH ananasoH -10 °C to +50 °C F
TeuHocTH Bb3AyX NoA HansiraHe ]
ynmbTHABAL, MaTepuan NBR '
npucbeauHuTenHa pesba Material: Die-cast zinc
pesepBoap Polycarbonate (with bayonet lock) and
bowl guard
dunTpupaiy enemeHT Cellpor (PE) 5 pm
Kopnyc Material: Grivory® (PA 66)
MmeM6paHa NBR

pasxop Ha co6¢cTBeH Bb3ayx  Max. 1.5 I/min (depending on
secondary pressure)

n3MepBaHe Ha CTOHOCTTa Ha npoTu4vaHe At P1 = 10 bar, P2 = 63 bar and
pressure drop Ap = 1 bar

cbefl. o6esB. cpepuyeH kpaH  Silencer

YkasaHue
ﬂper AaHHW Npu 3annTBaHe.

OnucaHve

These compressed air service unit sets, comprising a ball valve with silencer, a start-up valve and one out of a pressure regulator, filter regulator
or service unit, meet even the strictest requirements for operating reliability and accident prevention!

YkasaHus 3a nopbuka

The price does not include a key lock and padlock. Please order separately. For accessories and spare parts, refer to individual components: ball
valve, start-up valve, pressure regulator, filter regulator, 2-piece service unit

ApTUKyn
0O603Ha4veHne Pesba [mnanasoH Ha perynupaHe npoTnyaHe A B C
(L/min) (mm) (mm)
K- 07 25 15 20 G 1/4 2.5 -8 bar 2000 156,0 128,5 mm 95,5
K- 07 25 15 21 G 3/8 2.5 -8 bar 2000 156,0 128,5 mm 95,5
K- 07 25 15 22 G 3/8 2.5 -8 bar 4300 189,0 149,5 mm 110,0
K- 07 25 15 23 G1/2 2.5 -8 bar 4300 189,0 149,5 mm 110,0
K- 07 25 15 24 G 3/4 2.5 -8 bar 10000 255,0 191,0 mm 137,0
K-07 2515 25 G1 2.5 -8 bar 10000 255,0 191,0 mm 137,0
MpuHagnexHocTK
K-STECKSCHLOSS Key lock

K-VORHAENGESCHLOSS  Padlock

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
21.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



