K-SAUGKOERBE FUER RUECKSCHLAGV
Strainers for check valves HANSA[/FLEX

CBolicTBa
pe3ba onucaHve Stainless steel 1.4301

TeMnepaTypeH AguanasoH  max. +150 °C

ynnbTHABaw Matepman NBR

xopnyc, duntpupaiy enement  Stainless steel 1.4301

4
Y

OnucaHue
Corrosion resistant screw-in strainer, all stainless steel, to suit foot-operated or check valves.

ApTuKyn
O603HaveHne Pe3ba D L LUMPMHA Ha OKOTO Ha MpexaTa
(mm) (mm) (mm)
K- 07 30 30 52 G 3/8 19,0 55,0 1,0
K- 07 30 30 47 G1/2 22,0 55,0 1,0
K- 07 30 30 51 G 3/4 29,0 62,0 1,0
K- 07 30 30 44 G1 36,0 71,0 1,0
K- 07 30 30 46 G11/4 43,0 80,0 1,0
K- 07 30 30 45 G112 49,0 90,0 1,0
K- 07 30 30 48 G2 60,0 101,0 1,0
K- 07 30 30 49 G21/2 80,0 111,0 1,8
K- 07 30 30 50 G3 92,0 125,0 1,8

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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