K-BKR ELK 24VDC

Stainless steel ball valves with electric actuator 24 VDC

HANSAVFLEX

CsolicTBa
Temnepartypa Ha cpegarta

-20°Cto+70°C

Pa6oTHO HansiraHe

max. 63 bar (depending on temperature
and nominal size)

NPOABLIDKUTENHOCT Ha BKIIOYBaHE

ED 30 %

BINaXHOCT Ha Bb3ayxa

30 % to 95 %

NONOXeHUs Ha BKNio4BaHe

Manually operated

3alluTeH Knac

IP 67

BpemMe 3a ynpaslieHue

13 sec. = 230 VAC, 50 Hz
15 sec. =24 VDC

OKOfHa TemnepaTtypa

-20 °C po +60 °C

KOHCTPYKTUBHA AbIMKUHA

DIN 3203 - M3

HaAcTpoeH cdnaHey

ISO 5211

Kopnyc

Aluminium, powder-coated

ccepuyeH kpaH

Stainless steel 1.4401/1.4408

cchepuyHO yNTbTHEHUe

PTFE, glass fibre-reinforced

ynnbTHeHWe BKNOYBaLl Ban

PTFE, glass fibre-reinforced

YkasaHue

Opyrv 4aHHW Npy 3anuTBaHe.

OnucaHve

Voltage range 230 VAC, 50 Hz or 24 VDC. <br>Reversible electric rotary actuator.

ApTUKyn
0O6o3HaveHne DN Pes3ba A B D L SW
(mm) (mm) (mm) (mm) (mm)
K- 07 30 20 70 15 Rp 1/2 152,0 191,0 24,0 75,0 29
K- 07 30 20 71 20 Rp 3/4 152,0 195,0 26,0 80,0 35
K- 07 30 20 72 25 Rp 1 152,0 203,0 29,0 90,0 41
K-07 3020 73 32 Rp 1 1/4 152,0 209,0 36,0 110,0 50
K- 07 30 20 74 40 Rp 11/2 152,0 219,0 40,0 120,0 58
K- 07 30 20 75 50 Rp 2 152,0 275,0 48,0 140,0 72

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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