K-ENDVERTEILERDOSEN
End porting box without through-hole thread, PN 15 HANSA[/FLEX

CBolicTBa
PaboTHO HansiraHe Max. 15 bar

BbPTAL, MOMEHT 3akpenBae 4 Nm

BbPTAW MOMEHT MS pe3ba 12 Nm

TemnepatypeH gnanasoH -10 °C to +50 °C

Kopnyc Glass fibre-reinforced plastic
peaba Brass
YkasaHue

ﬂper AOaHHW Npu 3anuTBaHe.

OnucaHve

1, 2 or 3-way porting boxes made of high-strength glass fibre-reinforced plastic for a wide range of applications. Available with up to 3 couplings
and 2 inlet thread sizes. Optional through-hole thread at the bottom to facilitate the passage of the medium. All porting boxes have a robust, brass
threaded insert for high tightening torques, TUV certified. Suitable for almost any pneumatic application.

ApTUKYn

O60o3HaveHne Pesba Bxoa MpucbeguHuTenHa pesba
K- 07 40 48 12 G1/2" 1xG1/2

K- 07 40 48 13 G 1/2" 2xG1/2

K- 07 40 48 14 G 1/2" 3xG1/2

K- 07 40 48 15 G 3/4" 1xG1/2

K- 07 40 48 16 G 3/4" 2xG1/2

K- 07 40 48 17 G 3/4" 3xG1/2

Buripeku Havi-ctapaTenHata npoBepKa He ca U3KITKYEHU TPELLKU U HUe He noemame rapaHyms 3a coabpxalyute ce AaHHM.
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