K-T-TUE PFA
Tee hose connectors - Perfluoroalkoxy alkane (PFA) HANSA[/FLEX

CsoiicTBa (e s L1
PaGotHo HansiraHe  Dependent on operating temperature; Max. 10 5 -:;w_ ;
bar (at 20 °C); Max. 1 bar (at 170 °C) MN
pabotHa Temnepatypa  Max. 200 °C L
Matepuan Perfluoroalkoxy alkane (PFA) :

L2 |

YkasaHue
ﬂper AaHHN Npu 3annuTBaHe.

OnucaHve

Perfluoroalkoxy alkane (PFA): A fluoroplastic (PTFE) with the same chemical resistance as PTFE but much stronger and suitable for temperatures up to
200°C.

ApTuKyn

O603Ha4veHne 3a Mapky4 L1 L2
(mm) (mm)

K- 07 40 41 65 4 mm /6 mm 52,0 26,0

K- 07 40 41 67 6 mm /8 mm 62,0 31,0

K- 07 40 41 69 8 mm/ 10 mm 72,0 36,0

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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