K-WV 5/2 MECHA STOESSEL M5
5/2-way valve, mechanically operated, with plunger HANSA[/FLEX

CsoiicTBa Cpry B
Pa6oTHO HansiraHe -1 ~H
0-10 bar —~— ]
TemnepaTypeH AuanasoH -20 °C to +70 °C AlFTAR = I , ’
n3MmepBaHe Ha CTOMHOCTTa HAa npoTuyaHe = = W @ d d
At P1 =8 bar, P2 = 6 bar and pressure -
drop Ap = 1 bar » 5 3
KOpNyC Ha KnanaH Aluminium alloy » % @)
) @]
Bt gy, I
YkasaHue
[pyrv 4aHHW Npuw 3anuTBaHe.
ApTuKyn
O6o3HaveHne CbenvHeHue cbeanHeHue 3a 06e3Bb3ayLlaBaHe npoTnyaHe eriekTpuyecka cxema Homep
(L/min)
K-07 1503 10 G1/8 G1/8 450
K- 07 1503 11 G1/4 G1/8 550

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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