K-WV 3/2 BISTABIL 3A
3/2-way pilot valve, bistable HANSA[/FLEX

CaoiicTBa
Pa6oTHO HansiraHe 1.5- 8 bar 26
TemnepaTtypeH AuanasoH Up to +70 °C

W3MepBaHe Ha CTOWHOGTTa Ha NpoTU4aHe At P1 = 8 bar, P2 = 6 bar and pressure
drop Ap = 1 bar

ynpaensiBawo cbeAuHeHUe 3a Bb3AyX G 1/8 T T

KOpNycC Ha KnanaH Aluminium alloy Bistable
bistabil

YkasaHue

Opyrv AaHHW Npy 3anuTBaHe.

ApTuKyn

O6o3HayeHve CbeguHeHne  cbeAuHeHve 3a 06e3Bb3fyluaBaHe npoTM4aHe  eneKkTpuyecka cxema Homep KoHcTpyKkTUBEH pa3vep

(L/min)

K-07150185 M5 M5 300 26 100

K-07150186 G 1/8 G 1/8 500 26 100

K-07150187 G 1/8 G 1/8 750 26 200

K-07150188 G 1/4 G1/4 850 26 200

K-07150189 G 1/4 G1/4 1300 26 300

K-07150190 G3/8 G 3/8 1500 26 300

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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