K-ZFL ABSP-KLAPPEN EINFACH

Butterfly valves, with single-acting actuator - spring to close, min. pilot

pressure 5 bar

HANSAVFLEX

CBolicTBa -
KoHcTpyKuus Pneumatic actuators, in double- or single -
acting version
PaGoTHo Hansirave Max. 16 bar H3 - —
paboTHa Temnepatypa -15°Cto +120 °C H _L —,
2 AR
Te4HoCTH Water / steam, salt water, salt water, ester, /’ - S
ketone, alkali, caustic soda, sodium AN
hydroxide. Not recommended for i [ )
hydrocarbons
HansiraHe Ha ynpaenesme 5.5 bar H1 \ 4
OO
KnanaHeH agantep Supplied as standard, operated by a 3/2- or - T
5/2-way valve
‘bIbJ1 Ha 3aBbpTaHe 90 °
3aABUXBaHe aluminium eloxed
ynnbTHeHue Ha sagsuxBaHe  NBR
Kopnyc Grey cast iron GG25 epoxy resin coated,
RAL 5015
ynmbTHEHne EPDM
Ban SS416
roppupaHo ynnsTHehne EPDM
3ajeicTBaHe
YkasaHue
[pyru gaHHM Npu 3anuTBaHe.
ApTukyn
O6o3HayeHne wanba DN B H1 H2 H3 L
(mm) (mm) (mm) (mm) (mm)
K- 07 30 03 36 Stainless Steel CF8M/1.4404 40 38,0 68,0 108,0 238,0 94,0
K- 07 30 03 37 Stainless Steel CF8M/1.4404 50 47,0 71,0 143,0 273,0 100,0
K- 07 30 03 38 Stainless Steel CF8M/1.4404 65 49,0 78,0 155,0 285,0 115,0
K- 07 30 03 39 Stainless Steel CF8M/1.4404 80 47,0 89,0 162,0 292,0 127,0
K- 07 30 03 40 Stainless Steel CF8M/1.4404 100 56,0 102,0 178,0 348,0 163,0
K- 07 30 03 42 Stainless Steel CF8M/1.4404 125 59,0 123,0 191,0 361,0 190,0
K- 07 30 03 44 Stainless Steel CF8M/1.4404 150 59,0 138,0 265,0 395,0 216,0

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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