K-SVKM NW 7,2 ABSP AG MS
Quick disconnect couplings DN 7.2, both sides sealing, brass, male HANSA[/FLEX

CeolicTBa

Pa6otHo HansiraHe 0 - 35 bar, maximum static working
pressure (non-pulsating)

npoTUYaHe Bb3agyx 700 I/min (at 6 bar and Ap = 0.5 bar)

TeMmnepaTypa Ha cpepaTta -20 °C to +100 °C

kopnyc, BTYfnKa, KOpNyc Ha knanaH  Brass

NPYXWHa, NPYXMHEH cupayeH NpbCTEH, cauMn Stainless steel

ynmbTHABAL, MaTepuan NBR

YkasaHue
D,perI AaHHN Npu 3annuTBaHe.

OnucaHve

Couplings, stems and plugs are fitted with a valve. Connection: Both valves open and the medium is allowed to pass. Disconnection: Both valves close
and the medium is prevented from escaping.

ApTukyn

O603Ha4veHne CvegnHeHve ObmkuHa SW
(mm) (mm)

K- 07 35 07 50 G 1/4 male 41,1 22

K- 07 35 07 51 G 3/8 male 411 22

K- 07 35 07 52 G 1/2 male 441 24

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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