K-WV 56/2 EINS ELEKTRO

5/2-way spool valves, single solenoid

HANSAVFLEX

CaoiicTBa
yHKLUA

5/2-way

PaboTHO HansiraHe

2.5 - 10 bar; Max. vacuum 10 bar (external
pilot air)

MUWH. pa6oTHO HansiraHe

2,5 bar

TemnepaTypeH Auana3oH

-10 °C to +60 °C

npotuyaHe 6bar u 10bar

1500 NI/min (G 1/4), 4600 NI/min (G 1/2)

eneKTpu4yecko cbeguHeHune

Coupler plug PG 9 - form B

BUA 3awjuTa

IP 65 (DIN 46244)

Kopnyc

Anodised aluminium, blue

wnbsup 3a Gytana

Stainless steel

ynnbTHABALY MaTepuan

NBR

YkasaHue

Opyrv faHHW Npy 3anuTBaHe.

OnucaHve

35

T T

Monostable
monostabil

This valve design, featuring the Tapered Tee Seal®, offers the ability to run without lubrication and supports almost any compressed air quality.
<br>The valves are largely resistant to dirt and can thus also be used under extreme conditions without any problems. <br>Leakage is now a thing of
the past and the spool no longer sticks, even after long idle periods.

ApTukyn

0O603HayeHne

K- 07 15 02 21

eneKkTpuyecka cxema Homep

YnpaeneHue

K- 07 15 02 22

K- 07 15 02 23

K- 07 15 02 24

CbenuHeHne HanpexeHue

G 1/4 24V DC

G1/2" 24V DC

G 1/4 230 V AC, 50 Hz
G1/2" 230 V AC, 50 Hz

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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www.hansa-flex.com



