K-RD DURCHGANGSFORM LEI VA

Check valve - straight-way type, lightweight series, stainless steel

HANSAVFLEX

CeoiicTBa

Pa6oTHo HansiraHe 2 - 16 bar

pa6otHa Temnepatypa -20 °C to +150 °C
HansraHe Ha otBapsHe  min. 0.03 bar
ynnbTHABaW, Matepuan  FKM

npyXuHa Stainless steel 1.4301
KOpnyc Stainless steel 1.4301
YkasaHue

ﬂper AOaHHW Npu 3anuTBaHe.

OnucaHve

Stainless steel check valve with full bore and very low opening pressure, no maintenance required. Applications: Compressed air, water, neutral gases,
gaseous and liquid non-corrosive media, oils.

ApTukyn
O603Ha4veHne Pesba A C L
(mm) (mm) (mm)
K- 07 30 29 23 G1/4 20,0 32,0 55,9
K- 07 30 29 28 G 3/8 20,0 32,0 56,0
K- 07 30 29 22 G1/2 25,0 32,0 55,6
K- 07 30 29 27 G 3/4 29,0 44,0 66,7
K- 07 30 29 19 G1 36,0 53,0 83,6
K- 07 30 29 21 G11/4 45,0 62,0 96,0
K- 07 30 29 20 G112 51,0 78,0 114,0
K- 07 30 29 24 G2 64,0 89,0 120,5
K- 07 30 29 25 G21/2 80,0 113,0 141,5
K- 07 30 29 26 G3 94,0 132,0 160,0

Buripeku Havi-ctapaTenHata npoBepKa He ca U3KITKYEHU TPELLKU U HUe He noemame rapaHyms 3a coabpxalyute ce AaHHM.
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