K-WV 3/2 §/2 NAMUR LB FR
gézrr} gir:]cé d5/S2F;\r/:/r?g rsqutr)rlu valves with NAMUR style interface and HANSA ,/FLEX

CaoiicTBa

TeuHoCTH Air, neutral gases (filtered)

paboTHO HansiraHe 1.5to 10 bar (5652.11 and 552.12); 2.5 to
10 bar (552.21 and 552.22)

paboTHa TemnepaTtypa -20 °C to +50 °C

CvenunHenue 1 -3 G 1/4 (Port 1), G 1/4 (Port 3 and 5)

cbeauHeHne 1/3 + 5 G 1/4 (Port 1), G 1/4 (Port 3 and 5)

enekTpuyecko cbeimHeHne  Plug connector PG 9

Coanpxa ce B oGema Ha poctaekata  Plyg connector PG 9, conversion plate,
screws and seal

KOHCYMUpaHa eHeprus 3 W=/5 VA~

Kopnyc Anodised aluminium
wnbsp Stainless steel
ynnbTHABaLW, Matepuan NBR

YkasaHue

Opyrv AaHHW Npy 3anuTBaHe.

Onucanue
Pilot-operated 3/2- and 5/2-way spool valves with threaded ports and a NAMUR style interface with air purging function. By adding the conversion plate
supplied with each valve, the device can be adapted to 3/2-way function.

Filter regulators are also available with bowl guard or metal bowl. Filter regulators are also available in lockable version. Please ask for more
information.

ApTuUkyn

O6o3HayeHne HanpexeHue Port 1 cbeaunHeHve 3 + 5 D)\ npoTnyaHe
(L/min)

K- 07 15 00 15 230V, 50 Hz G 1/4 G1/4 7 1250

K- 07 1500 16 24V DC G 1/4 G1/4 7 1250

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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