K-NEBELOELER PC-BEHAELTER S VARIOBL
Oil-mist lubricators with polycarbonate bowl and bowl guard HANSA[/FLEX

CaoiicTBa I A_f___
BXOASILLO HansiraHe Max. 16 bar (polycarbonate bowl), Max.
20 bar (metal bowl) c
Temnepatypa Ha cpeaata max. 50 °C 1
OKOMHa TemnepaTypa Max. 50 °C (polycarbonate bowl), Max. ! [
80 °C (metal bowl)
ynmbTHABAL, MaTepuan NBR
Kopnyc Die-cast zinc
HacTaBKa npokansaHe PA
BUA Macno CL 32 acc. to DIN 51517 - ISO VG 32
n3MepBaHe Ha CTOMHOCTTa Ha NpoTUYaHe At P1 =6 bar and pressure drop Ap ]
1 bar
YkasaHue

D,pyI'VI AaHHW Npu 3anuTBaHe.

OnucaHve
Proportional lubricators, oil can be filled under pressure. Approved series in modern industrial design, with the following key benefits: Simple
handling, Convenient modular assembly thanks to innovative fasteners, Excellent flow values.

YKasaHus 3a nopbyka
Oil-mist lubricators are also available with bowl guard or metal bowl.

ApTUKYyn
O6o3HaveHne Pes3ba npoTnyaHe A B C
(L/min) (mm) (mm)
K- 07 25 22 87 G1 7500 124,0 224,0 mm 57,0
K- 07 25 22 88 G 3/4 7500 70,0 224,0 mm 57,0
K- 07 25 22 89 G1/2 4600 70,0 224,0 mm 57,0
K- 07 25 22 90 G 3/8 4400 48,0 171,0 mm 52,0
K- 07 25 22 91 G 1/4 3400 48,0 171,0 mm 52,0

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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