K-BKR ELK 230 VAC, 50 HZ
Stainless steel ball valves with electric actuator 230 VAC, 50 Hz HANSA[/FLEX

CBolicTBa
Temnepartypa Ha cpegata -20 °C to +70 °C

Pa6oTHo HansiraHe max. 63 bar (depending on temperature
and nominal size)
NPOALIDKUTENHOCT Ha BKMIOYBaHe ED 30 %

BNaXHOCT Ha Bb3ayxa 30 % to 95 %

nonoXeHusi Ha BKnoyBaHe  Manually operated

3alMTeH knac IP 67

Bpeme 3a ynpaBsiieHune 13 sec. = 230 VAC, 50 Hz
15 sec. =24 VDC

OKOJlHa TemnepaTypa -20 °C po +60 °C

KOHCTPYKTMBHA AbmkuHa  DIN 3203 - M3

HaACTpoeH chnaHey 1ISO 5211
KOpnyc Aluminium, powder-coated
cchepuyeH KkpaH Stainless steel 1.4401/1.4408

cthepuyHO yniibTHEeHUue PTFE, glass fibre-reinforced

ynmbTHeHne BknouBaw Ban  PTFE, glass fibre-reinforced

YkasaHue
Opyrv gaHHW Npu 3anMTBaHe.

Onucanve
Voltage range 230 VAC, 50 Hz or 24 VDC. <br>Reversible electric rotary actuator.

ApTUKyn
0O6o3HaveHne DN Pes3ba A B D L SW
(mm) (mm) (mm) (mm) (mm)
K- 07 30 20 58 15 Rp 1/2 152,0 191,0 24,0 75,0 29
K- 07 30 20 59 20 Rp 3/4 152,0 195,0 26,0 80,0 35
K- 07 30 20 60 25 Rp 1 152,0 203,0 29,0 90,0 41
K- 07 30 20 61 32 Rp 1 1/4 152,0 209,0 36,0 110,0 50
K- 07 30 20 62 40 Rp 11/2 152,0 219,0 40,0 120,0 58
K- 07 30 20 63 50 Rp 2 152,0 275,0 48,0 140,0 72

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
28.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



