K-STECKVERBINDU 2

Straight push-in connector

HANSAVFLEX

CBoiicTBa
paboTHO HansiraHe

Max. 16 bar

pa6oTHa TeMnepaTypa

-20 °Cto +150 °C

MaTepuan

MECUHI HUKenupaH

npuTUCKALL, NPbLCTEH

Nickel-plated brass

3aTaral) NnpbCTeH

Stainless steel

L1

YkasaHue
ﬂper AaHHN Npu 3annuTBaHe.

OnucaHve

Push-in fittings, manufactured entirely in nickel-plated brass. All parts with a parallel thread are supplied with an FPM O-ring.<br>All parts with
conical threads are coated with preCOTE 5 dispersion, all fittings in this series can thus also be used at high temperatures (medium compressed air).

ApTukyn
O6o3HayeHve 3a BbHLIEH & Ha Mapky4a L1
(mm)
K- 07 40 27 49 4 mm 31,0
K- 07 40 27 50 6 mm 33,0
K- 07 40 27 51 8 mm 37,0
K- 07 40 27 52 10 mm 39,0
K- 07 40 47 74 12 mm 43,0
K- 07 40 40 91 14 mm 47,5

Buripeku Havi-ctapaTenHata npoBepKa He ca U3KITKYEHU TPELLKU U HUe He noemame rapaHyms 3a coabpxalyute ce AaHHM.
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