K-SPIR SCHL KUPPL SET LKM NW 7 4

Spiral hose and coupling kit with pushbutton-type safety coupling (DN
7.4) and push-in plug, galvanised steel HANSA[/FLEX

CsolicTBa

BUJ CbeAUHEHNEe with pushbutton safety coupling NW 7,4 steel
nipple galvanised

pa6ortHa Temnepatypa  -40 °C to +74 °C

YkasaHue
ﬂper AaHHN Npu 3annuTBaHe.

OnucaHve

Standard type or with braided reinforcements for high pressures. These exceptionally elastic polyurethane hoses boast a recoil force similar to that
of conventional nylon spiral hose, but with less tendency to loop and significantly better resistance to abrasion. There is consequently less danger
of scratching coated or sensitive surfaces. The hose is extremely flexible and non-kinking.

He e noaxoasiyo 3a GueLyn unu nyncupaiim MHCTpymeHTu!

ApTUKyn
0O6o3HaveHne @ mapkyd oTBbTpe  Mapkyd oTBbH @ BbHLIHA HaBvMBka Max. working pressure resistance at 23°C  makc. paboTHa oAb kuHa
(mm) (mm) (mm) (bar) ()
K-07101271 5,0 8,0 40 10 3,0
K-07101273 5,0 8,0 40 10 6,0
K-07101275 5,0 8,0 40 10 7.5
K-07 101280 6,3 9,5 60 10 3,0
K-07101282 6,3 9,5 60 10 6,0
K-07 101284 6,3 9,5 60 10 7,5
K-07101278 6,3 9,5 60 10 10,0
K-07 101289 8,0 12,0 80 9 3,0
K-07101291 8,0 12,0 80 9 6,0
K-07101293 8,0 12,0 80 9 7,5
K-07 101287 8,0 12,0 80 9 10,0
MpuHagnexHocTu

K-DREHBARE VERSCHRAUBUNG  Swivel adapters

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
14.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



