K-3WSV ELKT HANSA PRO
3/2-way poppet valve, electrically actuated, for HANSA PRO HANSA[/ FLEX

CeolicTBa i
Temneparypa Ha cpepata  -10 °C to +50 °C

OKOMHa TemnepaTypa -10 °C to +50 °C

Te4HocTH Bb3AYX NOJ HansiraHe

BuA 3awuTa IP 65 acc. to DIN 40050

BUA 3aKkpenBaHe Line mounting, mounting kit or wall mounting

3apeiicTBaHe electrical

[uvanasoH Ha Han\radHe 2 - 10 bar

MoHTaxHo nonoxeHve Any
HOMUHAnHo npotmyade G 12 5.200 I/min (P1 = 6 bar/Delta P = 1 bar)
HOMUHanHo npotuyade G 3/8  4.300 I/min (P1 = 6 bar/Delta P = 1 bar)

PE makc 11 10 bar

Kopnyc PAG6

ApTUKyn

Ob6o3HayeHne CbeavHeHne HomuHanHo HanpexeHue/ BuA Tok KoHCTpYyKTUBEH pa3mep
K- 07 25 22 48 G3/8i 24V DC 2

K- 07 25 22 49 G 3/8i 115V AC 50 Hz 2

K- 07 25 22 50 G3/8i 230 VAC 50 Hz 2

K- 07 25 22 51 G1/2i 24V DC 2

K- 07 25 22 52 G1/2i 115V AC 50 Hz 2

K- 07 25 22 53 G1/2i 230 V AC 50 Hz 2

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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