K-DRUCKLUFTBEHAELTER SV VBAT
Compressed air tanks SV VBAT HANSA[/FLEX

CeolicTBa
KoHcTpykuus Compressed air tank

6poii 3axpaHBaLyy kabenu 1

makc. paboTHo Hansirave 2 MPa
TemnepaTypa Ha cpegata 0 °C to +75 °C
okonHa temnepatypa 0 °C bis +75 °C

TedHOCTH Bb34yX Noa HandaraHe
Marepuan carbon steel

cepus VBAT

OnucaHue

Air tank, series VBAT, can be connected directly to the booster regulator VBA, the tank can also be used separately. However, because of the different
regulations relating to pressure vessels, please check the country-specific requirements for the selection of an air tank

ApTukyn

0O603Ha4veHne Outlets CbeMHEHNE n3nycKaHe CbeavHeHve 3axpaHBaLy kaben o6em pesepBoap
(c0)

K- 07 60 00 16 1 G3/8 G3/8 5

K- 07 60 00 17 1 G1/2 G1/2 10

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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