K-DRUCKVERST VBA
Booster Regulator, VBA HANSA[/ FLEX

CeolicTBa
MUH. paGOTHO HansiraHe 0.20 MPa

CbeNHEHHe MaHOMETLD NHeBMaTHYHO  Rc 1/8

GPO/i ChbOANHOHNSA HOBMATHYEH MAHOMETBD

MaKC. BXOASALLO HansiraHe 0,1to 1,0 MPa

TeMnepaTypa Ha cpefara +2 °C to +50 °C

OKONHa TemnepaTypa +2 °C bis +50 °C

TeuyHocTH BBb34yX NoA HansraHe

Opyru paHHu increases the pressure only where the

force is insufficient due to low factory
pressure (measure to save energy)
no power supply required

extended life: doubled compared to
the conventional model

\nimproved reliability through built-in
strainer on (IN terminal) Compressed
air inlet

reduced condensation: Venting
channels directly integrated in the
cylinder tube

Reduced noise: 13 dB (A)

OnucaHve

Booster regulator, series VBA, increases pressure only where the force is inadequate because of a low network pressure (energy saving measure), no
electricity supply necessary, longer service life: doubled compared to conventional model, lower operating noise level: 13 dB (A), improved
operational reliability from inbuilt mesh filter on (IN connection) compressed air inlet, reduced condensation levels: air exhaust channels integrated
directly into the cylinder tube, suitable for: compressed air, size 1/4, with pressure gauge and silencer, elbow, pneumatic connection: G 1/4,
pneumatic connection pressure gauge: G 1/8, pneumatic connections pressure gauge: 2, flow rate 230 I/min, pressure boost 1:2, manually actuated
pressure adjustment mechanism, test pressure: 3 MPa, max. operating pressure: 2 MPa, min. operating pressure: 0.2 MPa, media temperature: +2 to +50
°C, ambient temperature: +2 to +50 °C

ApTUkyn
Obo3HayeHne  CbeauHeHue KOHCTpYKTVBEH MexaHM3bM 3a CbOTHOLLEHME Ha ycunBaHe NpoTU- Makc. paboTHo  KoHTponHo
NMHEBMaTUYHO pasvep HacTpoika Ha HansiraHe  Ha HansiraHeTo YaHe  HansiraHe HansraHe
(L/min) (MPa) (MPa)
K-07600006 G 1/4 1/4 manually operated 1:2t0 1:4 70 2,00 3,00
K-07600001 G1/4 1/4 manually operated 1:2 230 2,00 3,00
K-07600008 G 3/8 3/8 manually operated 1:2 1000 1,00 1,50
K-07600012 G 3/8 3/8 pneumatically actuated  1:2 1000 1,00 1,50
K-07600013 G 1/2 1/2 manually operated 1:2 1900 1,00 1,50
K-07600014 G1/2 1/2 pneumatically actuated  1:2 1900 1,00 1,50
K-07600015 G 1/2 1/2 manually operated 1:2 1600 1,60 2,40

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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