
K-KOMPAKTZYL SCHWENKTISCH MSQ
Rotary actuator for compact cylinder MSQ

Въпреки най-старателната проверка не са изключени грешки и ние не поемаме гаранция за съдържащите се данни.
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Свойства
макс. работно налягане 0,7 MPa
мин. работно налягане 0.10 MPa
Изпълнение rack and pinion
температура на средата 0 °C to +60 °C
околна температура 0 °C to +60 °C
ъгъл на накланяне 0 to 190°
Течности въздух под налягане
серия MSQ
Други данни narrow pivot table unit with low overall height

the rotation angle can be adjusted continuously
Positioning the housing allow for quick
installation
the load can be mounted directly on the pivot
table
\nAir connections of 2 pages possible

Артикул
Обозначение Ø бутало съединение пневматично Конструктивен размер Смекчаване Тегло за м 
 (mm) (kg)

K- 07 55 01 13
K- 07 55 01 18
K- 07 55 01 21
K- 07 55 01 26
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K- 07 55 01 25
K- 07 55 01 10
K- 07 55 01 15

6
8
10
12
15
18
21
25
28
32
40
15
18
21
25
28
32
40

M 3
M 5
M 5
M 5
M 5
M 5
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
M 5
M 5
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8

1
2
3
7
10
20
30
50
70
100
200
10
20
30
50
70
100
200

without, with adjustment bolt
without, with adjustment bolt
elastic, with adjustment bolt
elastic, with adjustment bolt
elastic, with adjustment bolt
elastic, with adjustment bolt
elastic, with adjustment bolt
elastic, with adjustment bolt
elastic, with adjustment bolt
elastic, with adjustment bolt
elastic, with adjustment bolt
elastic, with integrated shock absorber
elastic, with integrated shock absorber
elastic, with integrated shock absorber
elastic, with integrated shock absorber
elastic, with integrated shock absorber
elastic, with integrated shock absorber
elastic, with integrated shock absorber

0,075
0,105
0,150
0,250
0,530
0,990
1,290
2,080
2,880
4,090
7,580
0,540
0,990
1,290
2,100
2,880
4,100
7,650


