HK SAH

UnnMHABLpP ¢ Kyxo 6ytano anymuHuii 700 bar

HANSAVFLEX

CsoWcTtBa

MUanbnHeHune rnaea Ha UMNVHObP 3aKaneHa
TBbPAO XpomupaHo 6yTano

obpaTeH xof Ha npyxwuHara
makc. 700 bar

Pa6oTHo HansiraHe

Marepuan anymMuHun

nOB'prHOcTHO 3aWwMTHO NOKpUTHE GHOKCMpaH

O6em Ha gocTaBkata ¢ 6bp3 cbeaguHuTen myda 3/8"-18 NPT

YkasaHue

Attention: Please observe separate safety precautions for working with 700 bar equipment (see technical information)!

OnucaHve

LunuHppute ¢ kKyxo ByTano ce n3nonssaT 3a 3ageiicTBaHe C HansiraHe v U3TernsHe.
Very low weight (-40% of a comparable steel cylinder)

necHo 3akpensaHe GnarogapeHue Ha pesbaTa Ha Kopnyca Ha LunMHAbpa
MOYUCTBALLM NPBCTEHMN 33 N3GSIrBaHe Ha 3aMbpcsBaHUATa

CMeHsieMa OornopHa rnaea

He e nogxopsio 3a AbNroBpeMEHHU NPUMNOXEHNS C BUCOKA YECTOTa Ha MOBTOPEHWE.

ApTukyn

0O6o3HayeHne

[MoBbpxH- A
oct

(cm2) (mm)

HK SAH 03015 3018 30 150 44,0 352 502 330 130 90 68 32 40 55

1.11/13"-16 9 M6 1100 19 660 115

HK SAH 06010 5780 60 100 84,0 208 398 560 175 125 95 37 40 80

2.3/4"-16 12 M6 1550 19 842 195

Bvnpekv Havi-cTapaTenHaTa npoBepka He ca U3KITIOYEeHU rpeLLKu U HUe He noemame rapaHumsi 3a CbAbpxalyuTe ce AaHHU.
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