UEM
Presuvnd matice HANSAVFLEX

Vlastnosti

Ptipoj 1 metrické zavity pro matice
Konstrukce Pfesuvna matice

Norma DIN 3870

Material Ocel

Povrchova ochrana  galvanicky potazeny

Vyrobek

Oznaceni Typova fada

UEM 04 LL LL 4,0 M8x1 11,5 10
UEM 05 LL LL 5,0 M10x1 12,0 12
UEM 06 LL LL 6,0 M10x1 12,0 12
UEM 08 LL LL 8,0 M12x1 12,5 14
UEM 10 LL LL 10,0 M 14 x 1 13,5 17
UEM 12 LL LL 12,0 M 16 x 1 13,5 19
UEM 16 LL LL 16,0 M22x1,5 17,5 27
UEM NW 04 L L 6,0 M12x1,5 15,0 14
UEM NW 06 L L 8,0 M14x1,5 15,0 17
UEM NW 08 L L 10,0 M16x 1,5 16,0 19
UEM NW 10 L L 12,0 M18x1,5 16,0 22
UEM NW 13 L L 15,0 M22x1,5 17,5 27
UEM NW 16 L L 18,0 M26x1,5 18,5 32
UEM NW 16 L 27 L 18,0 M 27 x 2 18,0 32
UEM NW 20 L L 22,0 M30x2 20,5 36
UEM NW 25 L L 28,0 M 36 x 2 21,5 41
UEM NW 32 L L 35,0 M 45 x 2 24,5 50
UEM NW 40 L L 42,0 M52 x2 24,5 60
UEM NW 03 S S 6,0 M 14 x1,5 17,0 17
UEM NW 04 S S 8,0 M16x 1,5 17,0 19
UEM NW 06 S S 10,0 M18x1,5 18,0 22
UEM NW 08 S S 12,0 M20x1,5 18,0 24
UEMNW 10 S S 14,0 M22x1,5 21,0 27
UEM NW 13 S S 16,0 M24 x1,5 21,0 30
UEM NW 16 S S 20,0 M30x2 24,5 36
UEM NW 20 S S 25,0 M 36 x 2 27,5 46
UEM NW 25 S S 30,0 M42x2 29,5 50
UEMNW 328 S 38,0 M52 x2 33,0 60

typova fada: LL = velmi lehka L = lehkd S =robustni — PN = nominalni tlak PB = max. provozni tlak — @ d2 = vnéj§i pramér trubky

Varianty produktu
UEM VA Pfesuvna matice, VA, Uslechtila ocel
UEM MG  Presuvna matice MG, mosaz

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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