XSTOR VA
Oto&né roubeni, bez krtice, tvar T HANSA[/ FLEX

Vlastnosti
PFipoj 1 Vnéjsi cylindricky zavit BSP I:— LA —m
Tvar tésnéni 1 Tvar E Y \ i 2
PFipoj 2 + 3 metricky vnéjsi cylindricky zavit I I T
Tvar t&snéni 2 +3  Vnitini kuzel 24° Gy f— -— Ez G2 Y i
Konstrukce Otocna Sroubeni bez Skrceni (vysokotlaka) ' | §7 J—i 'f' |
Provedenf tvar T | S :E
Obsah dodavky  hrdlo (bez pfesuvné matice a zafezného krouzku) G “J

oD

Material USlechtila ocel

Upozornéni
Upozornéni k montazi, vestavbé, tlakovému zatiZzeni a povolenym provoznim teplotam si prosim vyhledejte v technickych dokumentacich
fitinkovych Sroubeni.

Upozornéni k objednavkam
NBR tésnéni
FPM (Viton) na vyzadani

Vyrobek

Oznaceni Provozni tlak v

barech

XSTOR 04 LL VA LL PN 63 4 G1/8"-28 M8x1 140 8 24 110 8,0 150 18 17
XSTOR 06 LL VA LL PN 63 6 G1/8"-28 M10x1 140 8 24 115 100 170 18 17
XSTOR 08 LL VA LL PN 63 8 G1/8"-28 M12x1 140 8 24 11,5 100 170 18 17
XSTOR NW 04 HL VA L PN 250 6 G1/8"-28 M12x15 140 8 24 120 105 190 17 17
XSTOR NW 06 HL VA L PN 250 8 G1/4"-19 M14x15 180 12 30 145 140 220 22 19
XSTOR NW 08 HL VA L PN 250 10 G1/4"-19 M16x15 180 12 30 155 140 220 22 19
XSTORNW 10 HL1/4VA L PN 250 12 G1/4"-199 M18x15 180 12 30 155 14,0 225 22 22
XSTOR NW 10 HL VA L PN 250 12 G3/8"-19 M18x15 220 12 36 180 16,6 280 27 24
XSTOR NW 13 HL VA L PN 250 15 G1/2"-14 M22x15 260 14 45 21,5 215 290 32 30
XSTOR NW 16 HL VA L PN 315 18 G1/2"-14 M26x15 260 14 45 210 215 280 32 30
XSTOR NW 20 HL VA L PN 160 22 G3/4"-14 M30x2 320 16 53 275 240 350 41 36
XSTOR NW 25 HL VA L PN 160 28 G1"-11 M36x2 390 18 66 320 3055 400 50 46
XSTOR NW 32 HL VA L PN 160 35 G1.1/4"-11 M45x2 490 20 76 36,0 355 470 60 55
XSTOR NW 40 HL VA L PN 160 42 G11/2"-11 M52x2 550 22 87 40,5 405 510 70 60
XSTORNWO3HSVA S PN 315 6 G1/4"-19 M14x15 180 12 30 165 14,0 220 22 19
XSTORNWO4HSVA S PN 315 8 G1/4"-19 M16x15 180 12 30 16,5 14,0 220 22 19
XSTORNWO6HS 1/4VA S PN 315 10 G1/4"-19 M18x15 180 12 30 165 140 240 22 22
XSTORNWO6 HSVA S PN 315 10 G3/8"-19 M18x15 220 12 36 185 165 260 27 24
XSTORNWOBHSVA S PN 315 12 G3/8"-19 M20x15 220 12 36 185 165 270 27 24
XSTORNW10HSVA S PN 315 14 G1/2"-14 M22x15 320 15 45 225 215 300 32 27
XSTORNW13HSVA S PN 315 16 G1/2"-14 M24x15 260 14 45 220 215 300 32 30
XSTORNW16HSVA S PN 160 20 G3/4"-14 M30x2 320 16 53 26,5 240 370 41 36
XSTORNW20HSVA S PN 160 25 G1"-11 M36x2 390 18 66 31,6 305 440 50 46
XSTORNW25HSVA S PN 160 30 G11/4"-11 M42x2 490 20 76 370 355 510 60 55
XSTORNW32HSVA S PN 160 38 G11/2"-11 M5&2x2 550 22 87 415 405 570 70 60

typova fada: LL = velmi lehka L = lehk& S = robustni — PN = nominalni tlak PB = max. provozni tlak — @& d2 = vnéj§i pramér trubky

Varianty produktu

STOR VA  Otocné Sroubeni, bez $krtice, tvar T, hrdlo s pfesuvnou matici a zafeznym krouzkem

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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