VR ED
Sroubeni k zaroubovani HANSA[/FLEX

Vlastnosti
Ptipoj 1 Vnéjsi cylindricky zavit BSP aw g1
Tvar tésnéni 1 Tvar E R
Ptipoj 2 metricky vnéj8i cylindricky zavit 4 | o
- ]

Tvar t&snéni 2 Vnitini kuzel 24° 8"

= p Y T Y
Konstrukce hrdlové Sroubeni | B /fj/.i-.-_’u;]?’\]
Provedeni pfimé i L2 o

3 i L Ll

Norma DIN 2353 - Lt -

I1SO 8434-1
Obsah dodavky hrdlo s pfesuvnou matici a zafeznym krouzkem

Material Ocel

Povrchova ochrana  galvanicky potazeny

Upozornéni

Upozornéni k montazi, vestavbé, tlakovému zatizeni a povolenym provoznim teplotam si prosim vyhledejte v technickych dokumentacich
fitinkovych Sroubeni.

Vyrobek

Oznaceni Typova fada Provozni tlak v barech

VR 04 LL ED LL PN 100 4 G 1/8" -28 14,0 8 28,0 9,5 14 10
VR 06 LL ED LL PN 100 6 G 1/8"-28 14,0 8 28,0 8,0 14 12
VR NW 04 HL ED L PN 315 6 G 1/8" -28 14,0 8 31,0 8,5 14 14
VR NW 04 HL 1/4 ED L PN 315 6 G 1/4" -19 18,7 12 39,0 10,0 19 14
VR NW 04 HL 1/2 ED L PN 315 6 G 1/2"-14 27,0 14 43,0 12,0 27 14
VR NW 04 HL 3/8 ED L PN 315 6 G 3/8"-19 22,0 12 39,0 11,5 22 14
VR NW 06 HL 1/8 ED L PN 315 8 G 1/8" -28 14,0 8 34,0 9,5 14 17
VR NW 06 HL ED L PN 315 8 G 1/4"-19 18,7 12 37,0 10,0 19 17
VR NW 06 HL 3/8 ED L PN 315 8 G 3/8"-19 22,0 12 40,5 11,5 22 17
VR NW 06 HL 1/2 ED L PN 315 8 G1/2"-14 27,0 14 42,5 12,0 27 14
VR NW 08 HL 1/8 ED L PN 315 10 G 1/8" -28 14,0 8 35,5 10,5 17 19
VR NW 08 HL ED L PN 315 10 G 1/4" -19 18,7 12 38,0 11,0 19 19
VR NW 08 HL 3/8 ED L PN 315 10 G 3/8"-19 22,0 12 42,5 12,5 22 19
VR NW 08 HL 1/2 ED L PN 315 10 G1/2"-14 26,7 14 46,5 13,0 27 19
VR NW 10 HL 1/4 ED L PN 315 12 G 1/4" -19 18,7 12 42,0 12,5 22 22
VR NW 10 HL ED L PN 315 12 G 3/8"-19 22,0 12 39,0 12,5 22 22
VR NW 10 HL 1/2 ED L PN 315 12 G1/2"-14 26,7 14 45,0 13,0 27 22
VR NW 10 HL 3/4 ED L PN 160 12 G 3/4" -14 32,0 16 47,0 14,0 32 22
VR NW 13 HL 3/8 ED L PN 315 15 G 3/8"-19 22,0 12 43,0 13,6 27 27
VR NW 13 HL ED L PN 315 15 G 1/2"-14 26,7 14 43,0 14,0 27 27
VR NW 13 HL 3/4 ED L PN 315 15 G 3/4"-14 32,0 16 48,5 15,0 32 27
VR NW 16 HL 3/8 ED L PN 315 18 G 3/8"-19 22,0 12 45,0 14,0 27 32
VR NW 16 HL ED L PN 315 18 G1/2"-14 26,7 14 45,0 14,5 27 32
VR NW 16 HL 3/4 ED L PN 315 18 G 3/4" -14 32,0 16 50,0 14,5 32 32
VR NW 20 HL 1/2 ED L PN 315 22 G1/2"-14 27,0 14 51,0 16,5 32 36
VR NW 20 HL ED L PN 160 22 G 3/4" -14 32,0 16 49,0 16,5 32 36
VR NW 20 HL 1 ED L PN 160 22 G1"-11 40,0 18 56,0 17,5 41 36
VR NW 25 HL 3/4 ED L PN 160 28 G 3/4" -14 32,0 16 54,0 17,5 41 41
VR NW 25 HL ED L PN 160 28 G1"-11 39,7 18 52,0 17,5 41 41
VRNW25HL11/4ED L PN 160 28 G 1.1/4" -1 60,0 20 55,0 18,5 50 41
VR NW 32 HL 1 ED L PN 160 35 G1"-11 40,0 18 60,0 17,5 46 50
VR NW 32 HL ED L PN 160 35 G 1.1/4" -1 49,7 20 59,0 17,5 50 50
VRNW40HL114ED L PN 160 42 G 1.1/4" -1 50,0 20 67,0 19,0 55 60
VR NW 40 HL ED L PN 160 42 G1.1/2" -1 55,0 22 69,0 19,0 55 60
VR NW 03 HS ED S PN 630 6 G 1/4" -19 18,7 12 40,0 13,0 19 17
VR NW 03 HS 1/2 ED S PN 630 6 G1/2"-14 27,0 14 48,0 18,0 27 17
VR NW 04 HS ED S PN 630 8 G 1/4"-19 18,7 12 42,0 15,0 19 19
VR NW 04 HS 3/8 ED S PN 630 8 G 3/8"-19 22,0 12 42,5 15,5 22 19
VR NW 06 HS 1/4 ED S PN 630 10 G 1/4" -19 18,7 12 42,5 14,5 22 22
VR NW 06 HS ED S PN 630 10 G 3/8"-19 22,0 12 43,0 15,0 22 22
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VR ED
Sroubeni k zaroubovani HANSA[/FLEX

Vyrobek

Oznaceni Typova fada Provozni tlak v barech

VRNWO6HS 1/2ED S PN 630 10 G1/2"-14 26,7 14 47,0 17,5 27 22
VRNWO8BHS 1/4ED S PN 630 12 G 1/4"-19 19,0 12 45,0 16,5 22 24
VR NW 08 HS ED S PN 630 12 G 3/8"-19 22,0 12 45,0 17,0 22 24
VRNWO08HS 1/2ED S PN 630 12 G 1/2"-14 27,0 14 47,5 17,5 27 24
VRNW10HS3/8ED S PN 630 14 G 3/8"-19 22,0 12 48,0 18,5 24 27
VR NW 10 HS ED S PN 630 14 G 1/2"-14 26,7 14 51,0 19,0 27 27
VRNW10HS3/4ED S PN 630 14 G 3/4"-14 32,0 16 55,0 21,0 32 27
VRNW13HS3/8ED S PN 400 16 G 3/8"-19 22,0 12 47,0 18,0 27 30
VR NW 13 HS ED S PN 400 16 G1/2"-14 26,7 14 51,0 18,5 27 30
VRNW13HS3/4ED S PN 400 16 G 3/4"-14 32,0 16 55,0 20,5 32 30
VRNW 16 HS 1/2ED S PN 400 20 G 1/2"-14 27,0 14 56,0 20,5 32 36
VR NW 16 HS ED S PN 400 20 G 3/4" -14 32,0 16 58,0 20,5 32 36
VR NW 16 HS 1 ED S PN 400 20 G1"-11 39,7 18 62,0 20,5 41 36
VRNW20HS 1/2ED S PN 400 25 G1/2"-14 27,0 14 61,0 23,0 41 46
VRNW20HS 3/4ED S PN 400 25 G 3/4"-14 32,0 16 63,0 23,0 41 46
VR NW 20 HS ED S PN 400 25 G1"-11 39,7 18 65,0 23,0 41 46
VR NW 25 HS ED S PN 400 30 G1.1/4"-11 49,7 20 70,0 23,5 50 50
VR NW 25 HS 1 ED S PN 400 30 G1"-11 40,0 18 68,0 23,5 46 50
VRNW32HS11/4ED S PN 315 38 G 1.1/4" -1 50,0 20 74,0 26,0 55 60
VR NW 32 HS ED S PN 315 38 G1.1/2" -1 55,0 22 79,0 26,0 55 60

typova fada: LL = velmi lehka L = lehka S = robustni — PN = nominalni tlak PB = max. provozni tlak — @ d2 = vné&jsi primér trubky

Varianty produktu

VR ED MG  Hrdlové $roubeni, mosaz

VR ED VA Hrdlové Sroubeni, Uslechtila ocel
XVR ED Sroubeni k zadroubovani, Ocel

Nahradni dily
WD Mékkeé tésnéni pro Sroubeni ED
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